
CSF INOX SPA

02-12 (Centrifugal and Positive Rotary Pumps)

CIP Models:  Centrifugal Pumps CSA, all sizes with type TH,Y or U mechanical seal; CSAD, all sizes 
with type U mechanical seal; ASH all sizes with mechanical seal type TH, CN, all sizes with type TH 
mechanical  seal; CNH, all sizes with type TH mechanical seal. Twin Screw Pumps 
TS65,TS70,TS80,TS90,TS100 with single and dual mechanical seal.

THIS IS TO CERTIFY THAT

is hereby authorized to continue to apply the

3-A Symbol to the models of equipment, conforming to 3-A Sanitary Standards for:

set forth below

CERTIFICATE AUTHORIZATION NUMBER: 739ISSUE DATE: June 25, 1993

VALID THROUGH: 

NEXT TPV INSPECTION/REPORT DUE:

Strada per Bibbiano 7, 42027 Montecchio , Italy

Number 02-12

December 31, 2024

December 2026

The issuance of this authorization for the use of the 3-A Symbol is based upon the voluntary certification, by the 

applicant for it, that the equipment listed above complies fully with the 3-A Sanitary Standard(s) designated.  

Legal responsibility for compliance is solely that of the holder of this Certificate of Authorization, and 3-A 

Sanitary Standards, Inc. does not warrant that the holder of an authorization at all times complies with the 

provisions of the said 3-A Sanitary Standards.  This in no way affects the responsibility of 3-A Sanitary 

Standards, Inc. to take appropriate action in such cases in which evidence of nonconformance has been 

established.


